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TECHNICAL DATA SHEET 
KLB-730

KLB-730  is designed as a water based mould release agent for phenolic, and other 
    thermosetting resins. It consists of special waxes with a unique polymer in
  a water-based formulation. This product offers exceptional slip and durable 
  film performance.

KLB-730   is particularly well-suited for use in the production of brake pads, brake linings, 
   and clutches. It can be diluted with water at a ratio of up to 1:40 before use as
  a single-release agent.
Advantages:
    - Easy application.
      - Excellent release properties.
        - Minimal build-up.
  - Product stability.
    - Does not adversely affect secondary painting and finishing processes.

Properties: 
    Appearance : white. 
      Shelf life : 12 month.

Application Instructions:
    Before applying KLB-730, ensure that any residues from previously used wax or 
  silicone-based release agents are thoroughly removed using a suitable cleaner.

  1. Apply KLB-730 using a dry cotton cloth or a spray gun.
  2.Gently wipe or spray it evenly over the mold surface, covering the entire area 
    for every cycle.

  If you notice a decrease in release performance, reapply a single coat of 
  KLB-730 following the same procedure as described above.

Further Information:
Please note that product technical information and data are based on the best 
available information and do not constitute or imply a warranty or patent infringement of any 
kind. Users are responsible for testing product suitability prior to use in production.
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